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AZCUE CP SERIES

CP40/160

CP25/160

CP25/130

OPERATION AND GENERAL DESCRIPTION: 
Small general purpose End Suction centrifugal pumps 
are suitable for all kinds of clean or turbid water pumping 
applications. The 1” (25mm) and 1.5” (40mm) models 
producing Flows of between, 1.5 to 18 m3/hr at heads of 
between, 9 & 34 mtrs. Back pull out design allows easy 
disassembly without removing pipe work. All Bronze/
Stainless (316) construction has excellent resistance to the 
corrosive effects of Seawater. Available Close coupled to DIN 
42950 B14 type flanged electric motors or as a bare shaft 
option. 

CP SERIES BRONZE CENTRIFUGAL PUMPS

OPERATION AND GENERAL DESCRIPTION: 
This Side Channel type pump is designed to operate in 
clean liquids without suspended solids. The inlet and outlet 
ports are decided by the direction of rotation, hence these 
pumps can be reversed for reverse flow. The all Bronze/
Stainless (316) construction has excellent resistance to the 
corrosive effects of Seawater. Special Features are; High 
Self-priming capacities at a wide range of rotational speeds. 
– Compact design with extraordinary performance for it 
size. – Minimum and easy maintenance. Available in Bare 
shaft & Clutch driven options. 

RA SERIES BRONZE BIDIRECTIONAL 
SELF PRIMING PUMP
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AZCUE RA SERIES
PERFORMANCE AT 1500 RPM

RA40

RA32

RA25

MODEL – CP25/130: 
Close Coupled 0.36kw 1ph & 3ph 71 
Frame Electric motor. 
1” (25mm) FBSP Suction & Discharge 
ports.
Max flow. 110lpm @ 9m Head, Head Max. 
18 mtrs.
Dimensions: Lg. 344mm, Wd. 158mm, 
Hgt. 212mm, Wgt. 16kg.

MODEL – CP25/160: 
Close Coupled 0.75kw 400v 3ph 50hz 80 
Frame Electric motor.
1” (25mm) FBSP Suction & Discharge 
ports.
Max Flow. 135 lpm @ 15mtr Head, Head 
Max. 32 mtrs.
Dimensions: Lg. 409mm, Wd. 194mm, 

Hgt. 247mm, Wgt. 19kg.

MODEL – CP40/160: 
Close Coupled 2.2kw 400v 

3ph 50hz 100 Frame Electric 
Motor.
2” (50mm) Suction & 1.5” 
(40mm) FBSP Discharge 
ports.
Max Flow. 300 lpm @ 24mtr 

Head, Head Max. 34 mtrs.
Dimensions: Lg. 440mm, Wd. 

200mm, Hgt. 267mm, Wgt. 28kg.

MODEL – RA25: 
Bare Shaft Pump. (Max continuous rpm 2300- 
Intermittent 2900).
1” (25mm) FBSP Suction & Discharge ports.
Max Flow. 104 lpm @ 1.5m Head @ 2900rpm, 
Head Max. 35 mtrs.
Min Flow. 2.5 lpm @ 7.5mtrs Head @ 1200rpm.
Power required – 0.3kw @ 1200rpm < 1.75kw @ 
2900 rpm.
Dimensions: Lg. 205mm, Wd. 135mm, Hgt. 
165mm, Wgt. 8kg.

MODEL – RA32: 
Bare Shaft Pump. ( Max continuous rpm 2100 – 
intermittent 2800).
1.25” (32mm) FBSP Suction & Discharge ports.
Max Flow. 170 lpm @ 6mtr Head @ 2900 rpm, 
Head Max. 60 mtrs.
Min Flow. 15 lpm @ 15 mtr Head @ 1200 rpm.

Power required – 0.5kw @ 1200 rpm < 6.25kw 
@ 2900 rpm.
Dimensions: Lg. 199mm, Wd. 155mm, Hgt. 
185mm, Wgt. 9kg

MODEL – RA40: 
Bare Shaft Pump. ( Max continuous rpm 1900 
– intermittent 2300).
1.5” (40mm) FBSP Suction & Discharge ports.
Max Flow - 285 lpm @ 12mtr Head @ 2400 
rpm, Head Max. 40 mtrs.

Min Flow – 15 lpm @ 8 mtr Head @ 1000 rpm.
Power required – 1kw @ 1000rpm < 6.5kw @ 

2400 rpm. 
Dimensions: Lg. 720mm, Wd. 290mm, Hgt. 

340mm, Wgt. 85kg.

APPLICATIONS:
Marine: Ballast, Deckwash, 
Fire fighting, Refrigeration 
Cooling, General Fresh or 
Seawater services. 
Industrial: Transfer, 
Circulation, Low pressure 
liquid handling.
Domestic & Rural: 
Swimming pools, Ponds, 
Irrigation, Washdown.

APPLICATIONS: 
Marine: Main & 
Auxiliary Engine 
cooling, Deck wash, 
Ballasting.  
Industrial: Transfer, 
Circulation, Low 
pressure liquid 
handling.


